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fissile materials in 10 CFR part 71 and
is used in accordance with §173.471.

(c) Any Type B(U) or Type BM)
packaging authorized pursuant to
§173.416.

(d) Any foreign-made packaging that
meets the standards in “IAEA Regula-
tions for the Safe Transport of Radio-
active Material No. TS-R-1” (IBR, see
§171.7 of this subchapter) and bears the
marking ‘“Type A”. Such packagings
may be used for domestic and export
shipments of Class 7 (radioactive) ma-
terials provided the offeror obtains the
applicable documentation of tests and
engineering evaluations and maintains
the documentation on file in accord-
ance with paragraph (a) of this section.
These packagings must conform with
requirements of the country of origin
(as indicated by the packaging mark-
ing) and the IAEA regulations applica-
ble to Type A packagings.

[Amdt. 173-244, 60 FR 50307, Sept. 28, 1995, as
amended at 67 FR 61014, Sept. 27, 2002; 68 FR
75742, Dec. 31, 2003; 69 FR 3673, Jan. 26, 2004;
69 FR 55117, Sept. 13, 2004]

§173.416 Authorized Type B packages.

Each of the following packages is au-
thorized for shipment of quantities ex-
ceeding A, or A,, as appropriate:

(a) Any Type B(U) or Type B(M)
packaging that meets the applicable
requirements of 10 CFR part 71 and
that has been approved by the U.S. Nu-
clear Regulatory Commission may be
shipped pursuant to §173.471.

(b) Any Type B(U) or B(M) packaging
that meets the applicable requirements
in “IAEA Regulations for the Safe
Transport of Radioactive Material, No.
TS-R-17 (IBR, see §171.7 of this sub-
chapter) and for which the foreign
Competent Authority Certificate has
been revalidated by DOT pursuant to
§173.473. These packagings are author-
ized only for export and import ship-
ments.

§173.417

(c) Continued use of an existing Type
B packaging constructed to DOT Speci-
fication 6M, 20WC, or 21WC is author-
ized until October 1, 2008 if it conforms
in all aspects to the requirements of
this subchapter in effect on October 1,
2003.

[69 FR 3673, Jan. 26, 2004]

§173.417 Authorized fissile materials
packages.

(a) Except as provided in §173.453,
fissile materials containing not more
than A; or A, as appropriate, must be
packaged in one of the following pack-
agings:

(1)d) Any packaging listed in
§173.415, limited to the Class 7 (radio-
active) materials specified in 10 CFR
part 71, subpart C;

(ii) Any Type AF, Type B(U)F, or
Type B(M)F packaging that meets the
applicable standards for fissile mate-
rial packages in 10 CFR part 71; or

(iii) Any Type AF, Type B(U)F, or
Type B(IM)F packaging that meets the
applicable requirements for fissile ma-
terial packages in Section VI of the
International Atomic Energy Agency
“Regulations for the Safe Transport of
Radioactive Material, No. TS-R-1 (IBR,
see §171.7 of this subchapter),” and for
which the foreign Competent Author-
ity certificate has been revalidated by
the U.S. Competent Authority, in ac-
cordance with §173.473. These packages
are authorized only for export and im-
port shipments.

(2) A residual ‘“‘heel” of enriched solid
uranium hexafluoride may be trans-
ported without a protective overpack
in any metal cylinder that meets both
the requirements of §173.415 and
§178.350 of this subchapter for Speci-
fication 7TA Type A packaging, and the
requirements of §173.420 for packagings
containing greater than 0.1 kg of ura-
nium hexafluoride. Any such shipment
must be made in accordance with Table
2, as follows:
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